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To delete a configured receiver or the local operation, execute the configuration again.

�� Start configuration (see Configuration of radio motion detector as a receiver).

�� If necessary, Select transmitter button.

� 	 The step select transmitter button step does not apply for radio motion detectors as trans-
mitters 

�� Select function on receiver: Select the function Delete on the receiver and confirm function 
on the receiver.

�� Finish configuration: Short press on cfg button on the transmitter.
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By means of a group function, one transmitter, for example, radio motion detector, controls se-
veral receivers. To do so, the same functions must be configured on all receivers.

�� Start configuration (see Configuring radio motion detector as transmitter).

�� Select function on receiver: Select the group function as described above on each receiver 
to be integrated and confirm function on the receiver.

�� Finish configuration: Short press on cfg button on the transmitter.

Setting of switch-on time for function "timer"
In order to realise the function Timer, the switch-on time can be set on the receiver in stages. 
The factory setting is 3 min. 

�� Start configuration.

�� If necessary select transmitter button: Select button with timer.

� 	 The step select transmitter button step does not apply for radio motion detectors as trans-
mitters 

�� Select function on receiver: If the function Timer is indicated by the fct LED blinking red 
(Table 5), keep pressed the fct button on the receiver for more than 5 seconds until the cfg 
LED blinks briefly.
The blinking fct LED indicates the currently set switch-on time - 5 x for factory setting  
(Table 9). 

x-times flashing of the fct 
LED

Switch-on time

1 	 1 s
2	  30 s
3 	    1 min
4 	     2 min
5 	      3 min
6 	       5 min
7 	        15 min
8	         30 min
9 	         1 h
10 	          3 h

Table 9: Configurable switch-on times

�� Press fct button.
Each short press on fct button increases the switch-on time by one step.

� 	 During the setting, the fct LED indicates the switch-on time for orientation (table ). 
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�� To accept the selected switch-on time, keep pressed the fct button for longer than 2 se-
conds.

�� Finish configuration: Short press on cfg button on the transmitter.

Resetting the radio motion detector to factory settings
The device is not in configuration mode.

�� Keep the cfg button pressed for more than 10 seconds until the cfg LED changes from a 
red lighting to blinking.

�� Release the cfg button.
The cfg LED blinks red rapidly. The device re-initialises itself. In the meantime the cfg LED 
lights up in red colour. After that the LED goes out and blinks 5 x to indicate the compatibili-
ty. The reset is made. The process lasts about 20 s. 

� 	 This process deletes the complete configuration of the radio motion detector. Settings of 
the insert (switch-on brightness-level, load setting) are not reset.

6.	 Appendix 

6.1	 Technical data
Connection� Mounting on suitable inserts
Power supply � via inserts
Response brightness� approx. 5 ... 1000 lux (∞)
Sensitivity� approx. 10 ... 100 %
Detection angle � approx. 90 ... 180°
Detection area (1.1 m)� approx. 12 x 16 m
Detection area (2.2 m)� approx. 8 x 12 m
Radio frequency� 868 MHz
Radio protocol� KNX radio
quicklink logic functions� max. 20 transmitters/receivers
Receiver category� 2
Transmitter duty cycle� < 1%
Degree of protection� IP 20
Relative humidity� 0 ... 65 % (no condensation)
Ambient temperature� -5 … +45 °C
Storage/transport temperature� -20 … +60 °C
Mounting orientation� Interface between application and power module at top 

6.2	 Accessories
Relay insert� 8512 12 00
Universal switch insert 1-gang� 8512 11 00
Touch dimmer (R, L)� 8542 11 00
Universal touch dimmer 1gang� 8542 12 00
Power supply for radio application module� 8502 01 00
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6.3	Warranty
We reserve the right to make technical and formal changes to the product in the interest of tech-
nical progress. 
Our products are under guarantee within the scope of the statutory provisions. 
If you have a warranty claim, please contact the point of sale or ship the device postage free 
with a description of the fault to the appropriate regional representative. 

Berker GmbH & Co. KG 
Klagebach 38 
D-58579 Schalksmühle 
Telefon: 0 23 55 / 905-0 
Telefax: 0 23 55 / 905-3111


